{* Technical Data

Non- Pre Load Bolt Assemblies as EN 15048-1&2

BS EN 15048 Nut ISO 4032/4034, Classes 8 & BS EN 15048 Washer ISO 7091 (100 HV Min)
10 . Normal ISO 7091- 2000
L R e Diaiot Outsid Thick
Normal A Width Across Across q Thread nsi lameter Outside ickness
Size and P':f:h Flats Corner Thlckne;s i DL Diameter dy Diameter d s
Thread S s d max min max min max min
A Thread
Diameter E
d = _ _ : M12 13.93 | 13.50 | 24.00 | 2270 | 280 | 220
max min min max min
M16 17.93 17.50 30.00 28.70 3.60 2.40
M12 1.75 18.00 17.57 21.10 12.20 10.40 M20 22 52 2200 37.00 35.40 3.60 240
M16 2007 | 24000 2316 | 2675 M24 | 2652 | 26.00 | 44.00 | 4240 | 460 | 3.40
M20 2.50 | 30.00 | 2916 | 3295 | 19.00 | 16.90 M30 33.62 | 33.00 | 56.00 | 54.10 | 460 | 3.40
M24 3.00 36.00 35.00 39.55 22.30 20.20 M36 40.00 | 39.00 | 66.00 | 64.10 6.00 4.00
M30 3.50 46.00 45.00 50.85 26.40 24.50
pEs G0N | BP00 | 5350 | GOVSENEENEENE?. 10 Product Characteristics Standard
BS EN 15048 Nut ISO 4032/4034, Proof Loads, H e
exagon rull Nuts
Classes 8 & 10 9
- Property Class General Requirement 1SO 4032 & 4034
ress
Nut Area Test 8 10 Material & Manufacturer ISO 4032 & 4034 Classes 8 & 10
Thread Mandrel Tolerance Class 3
Diad Tolerance Class 6H (1) 6AZ(2) Finish Zinc Electroplated BS 7371-3 OR BS EN ISO 4032
mm? Proof Load kN Proof Load kN Coating Hot Dip Galvanized BS 7371-6 OR BS EN ISO 10684
Self Colour / Zinc
M12 84.30 67.0 78.10 f
,\Pﬂechamcm Elocratiit ISO 4032 & 4034 Class 8
M1B 570 >0 i180.0 roperties . ‘PRelmipEaran=es IS0 4032 & 4034 Class 10
M20 245.0 196.0 236.0
Dimensions & Tolerances 1SO 4032 & 4034
M24 353.0 282.0 342.0 Seif Colour / ZinG
I1SO 965-2 Class 6H
M30 561.0 448.0 551.0 Threads Electroplated
M36 817.0 653.0 808.0 Hot Dip Galvanized I1SO 965-2 Class 6AZ
6H (1) is the tolerance class for self color & zinc plated nuts.
6AZ(2) is the tolerance class for hot dip galvanized nuts Product Characteristics Standard
Washer
General Requirement . 1ISO 7089/7091-2000
Material & Manufacturer 1SO 7089/7091-2000

MFE MF MF MF Finish Zinc Electroplated BS 7371/3 or BS EN 442
[/Coating f i BS 7371-6 or BS EN ISO
© © @ © Hot Dip Galvanized 10684
8 10 85B 10sB Dimensions & Tolerance 1SO 7091-2000

Note:it is a reqirment of BSEN 15048 standard the at the bolt nut and washer should be assembled and supplied by one manufacturer who shall be responsible for the function of the assembly. all the components are indentify with the manufacturer ID.

Coating of the fasteners shall be as per standard.



